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EPIKORE 11: Bass Performance
Each pair of bass drivers works into a 64 Litre bass reflex 
enclosure, with reflex ports venting to the rear. The ports are 
internally located very close to the rear face of the drivers in 
order to minimise low frequency propagation time (the delay 
between the rear of the driver to the entrance of the bass port), 
and are generously flared at their internal entrance and exit. 
The flaring in fact continues throughout the entire port length, 
resulting in a ‘Continuous Flare’ architecture that has no straight 
lines. Continuous Flare both ensures the greatest possible 
laminar port airflow and minimises the possibility of port “organ 
pipe” resonance. The two ports exit at a central location on the 
rear spine of the enclosure sharing a complex and attractively 
profiled moulded exit flare component. The EPIKORE 11 reflex 
ports are tuned to an unusually low 24 Hz. The low tuning 
frequency ensures that the system maximum group delay is 
minimised and occurs well below the frequency band that is most 
important for subjective bass timing and dynamics. 

Although the primary role of the EPIKORE 11 woofers is to 
reproduce low frequency information, they also have a significant 
influence at higher frequencies. The EPIKORE 11 woofers have 
extremely low distortion in their primary working band but are 
also designed to display great linearity at higher frequencies. In 
fact, while the woofers are rolled-off into the midrange at 370 Hz, 
they would have no problem extending towards 1 kHz without 
adding significant distortion or frequency response nonlinearities. 

Designing woofers with these qualities ensures that their 
transition to the midrange is seamless and linear. This not only 
ensures the EPIKORE 11 displays perfect timing and dynamic 
agility in the woofer passband, but also that the low and mid-
frequency bands blend perfectly; the minimal distortion and 
colouration of the woofer overtones integrating perfectly into the 
midrange band.

The EPIKORE 11 bass performance that results from the 
combination of drivers and enclosure is objectively second only to 
the DALI KORE in the entire history of DALI loudspeaker design. 
And subjectively, EPIKORE 11 bass sounds uncannily fast, tuneful 
and dynamic. It creates a flawless foundation for music or home 
theatre experiences.

In the DALI KORE white paper paper, our CEO, Lars Worre wrote, “If you aspire to 
make the best loudspeaker, the midrange should be your priority. And the wider you 
can make the midrange, the better your loudspeaker will be.” We strive to express 
that philosophy in every DALI loudspeaker, but when the loudspeaker contains 
a dedicated midrange driver, as does the EPIKORE 11, the opportunities for its 
expression multiply.

The EPIKORE 11 midrange driver can trace its roots 
back to both the DALI KORE and the EPICON 8. 
Its EPICON 8 roots include its basic dimensions, 
chassis and magnet system, however the elements 
it borrows from the DALI KORE more significantly 
define its performance. In common with the DALI 
KORE midrange driver and the EPIKORE 11 bass 
drivers, the EPIKORE 11 midrange driver voice-coil 
former is made from titanium, and both its magnet 
system pole-piece and inner top-plate region are 

formed from SMC Gen-2, the latest generation 
of our SMC (Soft Magnetic Composite) material.. 
In addition to its voice-coil construction, the 
EPIKORE 11 midrange driver also borrows more 
from the DALI KORE; firstly, in using aluminium flux 
demodulation/inductance linearisation rings within its 
magnet system. Secondly, using the titanium voice-
coil former. And finally in its embossed paper and 
wood fibre composite diaphragm.

DALI EPIKORE 11 

Midrange Driver
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Clarity Cone - Paper and 
wood fibre diaphragm
The EPIKORE 11 midrange driver incorporates 
Clarity Cone technology, taken from the DALI 
KORE developed paper and wood fibre composite 
diaphragm. With its complex embossed geometric 
structure, the Clarity Cone diaphragm displays all the 
benefits of the paper and wood fibre technology well 
known from previous DALI designs; the wood fibres 
adding well-behaved and damped stiffness to help 
promote non-resonant break-up characteristics. 
The driver diaphragm also extends wood fibre 
technology by incorporating a physical structure 
that helps to further linearise response behaviour 

towards the upper end of the midrange bandwidth: it 
is embossed with a varying arrangement of lines and 
then carefully hand lacquered with a unique lacquer 
coating. The lacquer thickens in the embossed 
lines which helps control the diaphragm modes – 
suppressing them thanks to the irregular shape 
and prime number of five embossed patterns. This 
technique enables local variation of the stiffness-
to-damping ratio across the diaphragm and enables 
ultra-fine tuning of diaphragm performance and 
subjective character. A technique developed for 
the DALI KORE that effectively dampens unwanted 
resonances on the midrange diaphragm without 
adding a single gram of weight. Thus, adhering to our 
Low Loss sound design principle. 

Flux demodulation rings within loudspeaker drivers 
act to reduce distortion by nullifying the flux 
modulating effect of the moving voice-coil. As a voice-
coil travels through the magnetic flux in response 
to the music signal, eddy currents generated in 
the iron-based components of the magnet system 
modulate the flux. The result is distortion. The role 
of an aluminium demodulating ring is to soak up the 
eddy current effect, but, being non-magnetic, the 
eddy currents have no knock-on flux modulation 
effect. Demodulation rings also act to reduce and 
stabilise overall voice-coil inductance, which in turn 
both aids crossover design and can extend a driver’s 
high frequency bandwidth.
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DALI Hybrid Tweeter technology has been the 
go-to choice for many DALI loudspeakers since 
it first featured in the DALI 700 in 1990. For 
the EVO-K, the Hybrid Tweeter technology has 
advanced considerably through the development 
of a completely new 35 mm diameter dome driver 
that incorporates an in-house-manufactured dome 
element.

EVO-K Soft Dome Tweeter
One of the advantages of the DALI EVO-K Hybrid 
Tweeter is that the planar element takes over 
for the final high frequency octaves from around 
12.5 kHz to 34 kHz. This means that the dome 
element can be optimised to reproduce the band 
from the midrange crossover to the frequency band 
for which the planar is best suited. For the EVO-K, 
we chose to extend this principle by developing a 
significantly larger dome driver that would offer 
reduced distortion and, in particular, reduced 
power compression in the lower portion of its 
frequency band. The latter achieved without the 
need for ferrofluid in the motor system. Ferrofluid 
is a great thermal dissipater and also useful for 
centring the voice-coil in the magnet gap; a quality 
that some loudspeaker manufacturers love since it 
makes tweeter production easier. The drawback of 

ferrofluid however is that it has a viscous damping 
effect on voice-coil motion. And the faster the voice-
coil moves, the more the ferrofluid damps the motion, 
presenting a nonlinear restraining effect on the 
voice-coil and creating distortion.

Removing the ferrofluid enhances the dome’s ability 
to operate freely with the signal, as opposed to 
being restricted by the viscous damping effect of the 
ferrofluid oil. As well as offering approximately twice 
the radiating area of a 25 mm dome, a 35 mm dome 
has a significantly lower fundamental resonance. 
This is beneficial in terms of crossover design, as 
the resonance is located significantly further away 
from the high-pass filter frequency. The dome 
tweeter also features a large, bullet-shaped rear 
enclosure, made from cast aluminium, complete with 
fins that help to dissipate heat energy and minimise 
power compression. Damping material within the 
enclosure also absorbs and dissipates the dome’s 
rear radiation. The subjective qualities of the EVO-K 
dome tweeter reflect the engineering effort and skill 
that we invested in its design. It is an exceptionally 
detailed tweeter yet naturally smooth in character, 
whatever the volume level or musical content and 
presents an effortless reproduction of the high 
frequencies. 

DALI EPIKORE 11 

Hybrid Tweeter

The EPIKORE 11 incorporates the same, remarkable EVO-K Hybrid Tweeter as the 
DALI KORE. It marks the ultimate expression of DALI’s long-standing commitment  
to the benefits of combining dome and planar drivers to create hybrid units offering 
the best of both technologies, and is by far the best tweeter we have ever produced.
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The graph illustrates 
the current distortion 
measurement of a an EVO-K 
dome tweeter, before (  Blue) 
and after (  Red) the addition 
of a copper pole-piece cap. 

It shows a factor of ten (10 = 
20dB) reduction in harmonic 
distortion through the tweeter 
frequency band from 2 kHz 
upwards when compared 
with a comparable “standard 
configuration” iron pole-piece 
solution.

DALI EVO-K tweeter: Current distortion measurement

EVO-K Planar Magnetostatic Tweeter
The planar element of the EVO-K Hybrid Tweeter 
is an enhanced version of the DALI EPICON series 
driver. With a wide bandwidth and wide horizontal 
high-frequency dispersion, the planar element 
dovetails perfectly with the dome tweeter’s natural 
tendency to become more directional towards the 
top end of its range. Gently rolled in above 10 kHz, 
the planar element makes a full contribution from 
around 12 kHz to well above 30 kHz. This ensures 
that the dispersion characteristics across the 
entire frequency band of the tweeter is consistent – 
something rarely achieved with conventional tweeter 
systems and a crucial element of DALI’s Wide 
Dispersion Sound Design Principle. 

Improvements over previous Hybrid Tweeter 
planar elements include a much more powerful, 
premium-grade Neodymium-Iron-Boron system. 
The revised planar element also incorporates a new 
rear-mounted aluminium heat sink and re-profiled 
waveguide, engineered to optimise dispersion and 
integration with the hybrid driver’s 35 mm dome 
tweeter. 

The new motor system, along with the re-profiled 
waveguide, results in an 8 dB increase in driver 
sensitivity and reduces both distortion and power 
compression.

Reducing voice-coil inductance 
and distortion
The inductance of a voice-coil can be reduced by 
fitting a ring or cap of conductive metal (usually 
aluminium or copper) on or over the pole-piece. 
Lower inductance results in increased output at the 
highest frequencies and can reduce nonlinearities. 

Furthermore, alternating electromagnetic fields in 
the iron/steel components of driver magnet systems 
is a source of eddy currents, which also generates 

inevitable distortion. A properly designed copper 
cap on the dome tweeter pole-piece reduces such 
distortion by relocating the eddy currents to the 
cap, and because copper is non-magnetic, the 
eddy currents do not modulate the magnetic field 
around the voice-coil and consequently distortion is 
reduced, in some cases substantially. Distortion from 
eddy currents modulate the current in the driver’s 
motor system, so it can be measured on the driver’s 
input.
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Despite the apparent major difference between the 
DALI KORE and EPIKORE 11, with the EPIKORE 11 
employing four bass drivers in comparison to the 
KORE’s two, the fundamental acoustic architecture 
of the two systems is effectively similar. This is 
because, at low frequencies, the two units of each 
EPIKORE 11 bass driver pair are located close 
enough together to operate in acoustic terms as one 
composite unit. So, with the acoustic architecture 
of the DALI KORE and EPIKORE 11 being effectively 
similar, so too are the design challenges and 
solutions of their respective passive crossovers.

Passive crossover networks don’t merely integrate 
the drivers but fundamentally influence the 
frequency response, time response, dispersion, 
detail, colouration and tonal balance of a 
loudspeaker. Their design is as much an art as it 
is a science. While the steady-state theories of 
electrical filter design are well established, passive 
filters feed drivers that vary dynamically in input 
impedance with both frequency and volume llevel, 
which adds immensely to the complexity.

Rather than conforming to any specific filter profile 
or topology, the EPIKORE 11 high-pass and low-pass 
filters are designed to achieve specific acoustic 
frequency and phase response targets. This target 
function approach to crossover design, which we 
have long practised at DALI, prioritises total system 
response and subjective musical performance 
over adherence to specific filter response profiles. 
An example of the benefits of the target function 
approach is illustrated by the differential filtering 
of each pair of bass drivers in the EPIKORE 11; the 
upper pair of bass drivers is low-pass filtered at a 
slightly lower frequency than the lower pair. This has 

the effect of tilting the low frequency dispersion lobe 
of the EPIKORE 11 slightly upwards, which benefits 
the way in which it integrates with typical listening 
room acoustics.

DALI EPIKORE 11 

Crossover

The measurement illustrates  
an inductor (  Blue) compared 
to an inductor with a 
conventional iron powder core 
(  Red). Both inductors are 
of 5.7 milli-Henry inductance, 
and in the measurement 
setup they are connected in 
series with a 4 Ohm resistor 
to create an appropriate 
load for the driving amplifier. 
The measurement shows 
that the SMC KORE inductor 
reduces pass-band Total 
Harmonic Distortion (THD) 
by a factor of around 3.5 vs. a 
conventional iron powder core. 

SMC KORE Inductors
Crossovers are not, however, simply about filter 
design and driver integration. Their idiosyncrasies 
and complexities also make component choice vitally 
important. Each EPIKORE 11 crossover component 
is selected based on subjective audio quality, rather 
than cost or physical size. In the majority of cases, 
the components that display the lowest loss or 
distortion offer the best subjective performance. 
The EPIKORE 11 crossover inductors that are of too 
high an inductance value for air-cored construction 
are an example of this philosophy. In these cases, 
we once again turned to SMC KORE inductors built 
on SMC Gen-2 cores for their magnetic yet non-
conducting core material. Compared to standard air-
core inductors (especially at high inductances), this 
technology enables lower DC resistance, shorter 
signal path and less vulnerability to crosstalk, and 

will reduce the current distortion in the crossover 
significantly compared to standard iron core 
inductors.

The EPIKORE 11 passive crossover module is located 
in the base of the enclosure. The crossover outputs 
are connected to the drivers and input terminals 
using high quality oxygen free stranded copper 
internal wiring. The input terminals themselves 
are newly developed and DALI designed items 
manufactured in very low resistance gold-plated 
brass, with extremely low contact resistance for the 
very best connection. The terminals can accept bare 
wire, spades or banana plugs. Four terminals are 
fitted to enable the EPIKORE 11 to be driven in either 
a bi-wire or bi-amp mode.
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The DALI KORE introduced a new industrial design 
philosophy for DALI. A philosophy where aesthetic 
beauty, design integrity, engineering purity and 
manufacturing quality each commands equal weight. 
An holistic philosophy that created, in the DALI 
KORE, a truly striking result – in every respect. 
The design and development of the EPIKORE 11 
was informed by the same philosophy, resulting 
in a similarly exceptional result. From its curved 
enclosure panels to its die-cast midrange driver 
and Hybrid Tweeter module, and to the smallest 
engineering detail, the EPIKORE 11 speaks of the 
same design philosophy as the DALI KORE.

The EPIKORE 11 enclosure is divided into separate 
compartments for the twin bass driver pairs and the 
midrange driver. Each bass driver pair sits in its own 
bass reflex loaded enclosures of 64 litres, tuned to a 
reflex frequency of 24 Hz.

The midrange driver however sits in a separate, 
damped 6 Litre closed enclosure. The EPIKORE 11 
enclosure separation is engineered both to ensure 
that pressure changes in the bass driver enclosures 
do not affect the midrange, but also to optimise the 
internal volume for the midrange driver and ensure 
that internal sound reflections and standing waves 
are minimised so as not to disrupt the midrange 
performance.

The EPIKORE 11 enclosure comprises a thick curved 
and veneered MDF rear shell attached to gently 
profiled 40 mm thick MDF front panels for each bass 
driver section, and the aluminium die-cast element 

DALI EPIKORE 11 

Enclosure Design 

and Engineering

that houses the midrange driver and EVO-K Hybrid 
Tweeter. The top and underside enclosure panels 
are created from profiled MDF in the latter case 
integrated with a die-cast aluminium sub-chassis with 
outriggers that carry adjustable spikes.

The front baffle, sides and top are heated in a 
process that allows us to press them into a rounded 
organic shape. 

A rounded or bent structure is stiffer and more 
ridgid than a flat, square structure and will also help 
break up the tendency for internal standing waves 
inside the cabinet. 

Designing an enclosure using a curved structure 
increases overall rigidity and significantly reduces 
cabinet resonances. Also, standing waves and 
cabinet resonances are practically eliminated, 
as there are no parallel surfaces on the inside or 
outside of the cabinet.

Within the EPIKORE 11 enclosure is a complex 
arrangement of brace panels, each one located 
strategically to minimise panel vibration. Between 
each brace panel, any residual cabinet vibration 
is dissipated using strategically placed bitumen 
surface damping panels. As a result, the EPIKORE 11 
enclosure assembly is both immensely rigid and 
almost completely inert. It provides the perfect 
foundation on which the EPIKORE 11 bass, midrange 
and Hybrid Tweeter drivers can perform optimally 
and deliver outstanding sound performance. 
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DALI EPIKORE 11 Specifications

Frequency range 29 – 34,000 Hz ±3 dB

Sensitivity 89 dB @ 1 m for 2.83 V

Nominal impedance 4 ohm

Maximum SPL 116 dB

Crossover frequency 170 / 370 / 3,100 / 12,500 Hz

Crossover principle 4½-way

Recommended amplifier power 40 – 1,000 Watt

High frequency driver(s) 10 × 55 mm planar magnetostatic
1 x 35 mm soft dome

High frequency diaphragm Planar magnetostatic diaphragm
Soft woven fabric

Low/Mid frequency driver(s) 4 x 8 inch 
1 x 6½ inch

Low/Mid frequency diaphragm Wood fibre / Clarity Cone

Connection input(s) Bi-wire

Enclosure type Bass reflex

Bass reflex tuning frequency 24 Hz

Recommended placement Floor

Recommended distance from rear wall 35 – 120 cm

Dimensions (H x W x D) 1,602 x 422 x 554 mm
63 x 16.6 x 21.8 inches

Weight incl. grille 75.6 kg
166.6 lb

Shipping weight 176 kg (pair)
388 lb (pair)

Finishes High Gloss Black
High Gloss Walnut
High Gloss Maroon

Accessories Manual
Inlay card
Cleaning cloth
Spike outriggers (two pairs)
Magnetic spike feet

Terminal jumpers
Floor protection pads
5 mm Allen key
Magnetic front grille

Spike thread size M12-1

The information provided in this manual is subject to change without notice.

Engineering an audiophile loudspeaker is always 
a story of give and take: adding enclosure 
curves while not taking too much internal 
volume, adding rigidity while endeavouring to 
suppress resonance. At DALI we’ve become 
practised at the story of give and take, and 
more importantly making the right choices to 
find the perfect balance between the many 
aspects of a loudspeaker’s design. With the 
EPIKORE 11 we have designed a perfectly 
balanced loudspeaker system that expresses 
far more than the sum of its parts.

While the introduction of the EPIKORE 11 
marks and celebrates DALI’s four decades 
of audio innovation and achievement, of more 
significance is the 40 years of audio knowledge 
and wisdom it embodies. Each manufacturing 
component of the EPIKORE 11, and every 
element of audio expertise it expresses, 
can trace its roots back through the DALI 
story. The EPIKORE 11 is simultaneously an 
embodiment of our loudspeaker engineering 
heritage, and an expression of our 
unquenchable instinct to innovate and improve 
in the service of music in the home. 

The EPIKORE 11 is not simply the last DALI 
loudspeaker of the the first four decades, it’s 
the first DALI loudspeaker of the next four 
decades.

DALI EPIKORE 11 

Conclusion
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